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‘Size down—performance up.” Tailored to fit 
your particular needs, this miniaturized, 
‘multi-magnet tape punch is feature-packed 
provide you with a wide scope of applications 
It is specially engineered to take the tape 
punch bottleneck out of system planning. 
Composed of three modules . . . a punch unit 
motor and base . . . the entire set is s 
for good 
operation. The cover literally “fits like a 
id, sheet-stee! constru 
d is louvered for 
sd for easy access 

I of tape 
Tape container is mounted to right of 

Tape handling is facilitated 

by right and left stainless steel tape guides, 
rolled and formed for clog-free tape flow 
Upper tape guide has heveled “knif 
edge for a clean tape tear 
Contacts are included for use with customer 
furnished “low tape” and “‘tape out” alarms. 
Resilient mounts that separate the sturdy 
steel base plates absorb vibration. The base 


ppearance, is compact and quiet in 


glove." Tts wrap-arou 
tion has no sharp cor 
ventilation, Front lid is hing 

assures quick threading or remo 


Multi-magnet Tape Punch Set 


A new dimeasian in tape punch applications. Actuated by elec~ 
trical pulses on a parallel-wire basis. Self-contained, 
Teletype’s miniaturized multi-magnet tape punch set 
is designed to serve as an appliqué or “slave” unit 

for incorporation into a variety of data systems. Oper 
ated electro-mechanically, it provides logic or digital 
Programmed storage in fully perforated or chadless 
communications tape. Operating speed—20 characters 
per second. Available for 5, 6, 7 or 8 level code. 


provides mounting facilities for all com 
ponents including the efficient 65 watt, 115 
volt, 60 cycle, single-phase motor with 
capacitor start. Motor features thermal 
overload protection and manual reset. Rubber 
mounted for quieter, vibration-free opera- 

s, the motor has a heat shield for cooler, 
ore eff Entire set rests 
on mar-free “telephone feet.” 

Conceived around the famous Model 28 
building block” design principle, the LARP 
is supplied to you completely assembled and 
is available for 5, 6, 7, or 8 level operation. 
Exhaustive laboratory and field tests have 
assured built-in reliability for this set 
Lubrication is held to a minimum—a well 
known feature of Model 28 equipment 
Complete information on adjustments and lub- 
rication is furnished with every unit. Get the 
big competitive edge with Teletype equipment. 
known throughout the industry for efficiency, 
economy and performance. Include the LARP 
in your system plan wherever your operations 
require a parallel-wire tape punch, 


moTOR 
New, compact, ‘in. 
tensified”” design 
with capacitor start 
Features overload 
protection with man. 
ual reset and heat 
shield, 

CHAD CHUTE 
Compactly incorpo: 
rated into unit de 
sign, Neatly directs 
chad flow away [rom 
all moving parts 


PUNCH MECHANISM 
Long life, specially 
hardened punch pins 
cleanly perfor 
tape with code ¢ 
binations received 
through selected code 
magnets 

MANUAL TAPE 

FEED. WHEEL 

Used for threading 
und removing tape 
from punch mec 
nism, " Operated 
turning 9" diameter 
knurled edgo, ntool 
knob, 


TAPE GUIDE 
Stainless steel chan. 
nel directs tape 
punch mechanism as, 
es from right 


MOTOR SwiTeH FUNCTION MAGNET CONTROL CABLE ARG SUPPRESSOR 
Rugged, easy toop-““Triggers"" opera- RECEPTACLE Providesextra “plus 
erate. Mating plug tion of the function Focal point for in- hrowaton’ "tor Tales 
furnished. Conven, mechaniam when terchange of inter al gontactn as 
iently located neat energisedbyanclee- nal and external sures jonger ‘contact 
to AC power ean- trical pulse... Key circuitry. Mating _Iijg’ /o76® combact 
Rector receptacle. \ 10 operation cycle. plug furnished. 


AUXILIARY CONTACTS 
Two in number, as. 
sociated with auxil 
jury cams for exter 
nal control 


MAGNET RELEASE 
CONTACT 


MAIN. SHAFT 
Tra 


er for faioun Model 
28 clutch and cans, 
wheel fie 


operation when serv 


TAPE FEED OUT CODE MAGNETS TAPE CONTAINER He 

Enables unit to feed ‘Two for each level This protective en- Standard paper com: 

outblankeodecom- of code Features a closure is available munications’ tape 

binations as long as power retraction in three sizes Lo ‘width for 

push button iv ne- mechanism that re- handle various f width for 6 ane 

tuated, turns code magnet widths, Accommo- 7 level, 1” width for 
selector armatures dates one, 1000ft — &-lev 


tho rest position. roll 


TOP VIEW MULTLMAGNET REPERFORATOR SET 
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